
【Hi-Mixsel Containers】

Capacity Diameter
Body

diameter
Set height

Inside

diameter
Body Cap Inner lid

(mL) (mm) （mm） （mm） （mm） Quantity Quantity Quantity

Body：HDPE BHM-600 CHM-600P SHM-600

Cap：PP

Inner lid：LLDPE

80 160 160

Body：HDPE BHM-1200 CHM-1200P SHM-1200

Cap：PP

Inner lid：LLDPE

60 120 120

・Please note that some items may run out of stock.
・Coloring service is available depending on the lot size.

・Standard color is black. BHM-1200 is also available in natural color stock.
・Please note that when the mold is renewed or updated, dimensions and other specifications may change somewhat.
・Air tightness of this product may vary depending on the contents. Please test it on a sample prior to use. For more information, please contact us.
・Compliant with the Dangerous Goods Regulations (DGR) issued by the International Air Transport Association (IATA)

86.6

Cap with inner lid

(The inner lid will be set

when the cap is snapped

on the container.)

Its straight cylindrical shape

allows the container to be

used for horizontal mixing.

*excluding BHM-600

The wide diameter helps

make full use of the

contents without waste.

Press "PUSH" on the

cap to raise the tamper

evident strip, and tear

the strip in the

direction of the arrow.

Tear off the tamper evident

strip.

Raise the "OPEN" hinge on

the cap with your finger to

unlock, and remove the

cap.

No.600
About

630
95.8 91.9 129.6

Cap with inner lid

(The inner lid will be set

when the cap is snapped

on the container.)

No.1200
About

1,150
125.0 122.0 140.0 110.5
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